NOTES

1. MECHANICALLY PREPARE CONCRETE SURFACES IN ACCORDANCE WITH ICRI 03732 TO ACHIEVE A CONCRETE SURFACE
PROFILE OF CSP-3 OR HIGHER, OR AS PER MANUFACTURER’S REQUIREMENTS.

2. INSTALL CANT BEAD OF POLYURETHANE SEALANT AT VERTICAL TRANSITION, AS PER SEALANT MANUFACTURER’S
RECOMMENDATIONS. TOOL FLUSH/SPRINKLE OVEN DRIED SAND IMMEDIATELY INTO SEALANT SURFACE WHILE TACKY.
ALLOW TO CURE MINIMUM 24 HRS, OR AS REQUIRED.

3. INSTALL MIRACOTE MPC DECK COATING IN ACCORDANCE WITH SPECIFICATIONS AND MANUFACTURER’S INSTALLATION
GUIDELINES.

Miracote MPC System —  mm——
e Pedestrian Traffic — 2 Coat System (60 mils minimum)
e Vehicular Traffic — 3 Coat System (90 mils minimum)

Concrete Surface Preparation - == =
Vertical e Concrete surface profile of CSP-3 or higher
e Saturated Surface Dry (SSD) substrate

Wall
Cant Bead C !
Polyurethane Sealant oncrete
Fine Oven Dry Sand -  wewm S | a b
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