
 
 

MiraGard HDWB Supreme 
Product Technical Data Sheet 

MiraGard HDWB Supreme is a next-generation single component, water-based, self-crosslinking acrylic 

hybrid maintenance sealer engineered to deliver substantially improved durability and long-term appearance 

compared to conventional acrylic sealers. By combining advanced hybrid resin technology with higher solids 

content, this unique sealer chemistry surpasses the most common performance limitations of traditional acrylic   

systems. MiraGard HDWB Supreme is available in Gloss, Satin or Matte finishes. Exhibiting excellent chemical and abrasion resistance, this 

sealer is most suitable for use to protect new and existing concrete, masonry, and many other types of surfaces. 

 
WHERE TO USE 

• As a maintenance sealer over concrete surfaces. 

• Enhance stain and abrasion resistance over acrylic coatings. 

• Maintenance sealer over Miracote cementitious coatings. 

• Commercial and residential exterior/interior concrete. 

• Pool decks and balcony decks. 

• Corridors, breezeways, landings, and plaza decks. 

• Roofs and rooftop decks. 

• Decorative concrete applications. 

• Colored concrete and overlays. 

• Driveways, garages and parking areas. 

• Pedestrian and vehicular traffic surfaces. 

• Exposed aggregate concrete. 

• Concrete slabs over metal pan decks. 

• Topping slabs over sandwich membranes. 

• Natural and cast stone, slate, and flagstone. 

• Colored and natural gray concrete pavers. 

• Unglazed tile and stucco. 

 
ADVANTAGES 

• Enhanced hot tire resistance. 

• Higher solids content than traditional water-based formulas. 

• Excellent weather characteristics and resistance. 

• Superior UV stability and resistance to degradation. 

• Environmentally friendly and VOC compliant. 

• Outstanding chemical and abrasion resistance. 

• Available in gloss, satin, and matte finishes. 

• Meets SCAQMD and Federal VOC requirements. 

 

THEORETICAL COVERAGE/YIELD 

250-300 sq.ft. per gallon @ 6.4 to 5.3 mil (wft) per coat. 

  

PACKAGING and COLORS 

5-gallon pails 

20 Standard Miracote Colors: Refer to Color Chart for MiraGard 

Colorbond Supreme and Miracote ColorPax 

MIX RATIO 

Single component – ready to use.  

SHELF LIFE AND STORAGE 

One year from the date of manufacture unopened and material is 

stored in a protected environment free from moisture, excessive heat, 

freezing temperatures, and direct sunlight. 

 

 

 

 

 

 

TYPICAL PHYSICAL PROPERTIES @ 75°F (24°C) 

 

Vehicle Type ...................................................... Water-based Solution 

Clean-up ...................................................................................  Water 

Color ........................................................................................... Clear 

Solids Content……………………………………………………29% 

VOC…………………………………………………………84-87 g/L 

Physical Properties 

Flexibility .................................................................................... Good 

Weather Resistance ................................................................ Excellent 

Abrasion ................................................................................ Excellent 

Curing Time (77°F) 

Dry to touch ........................................................................ 30 minutes 

Re-coat ....................................................................................... 1 hour 
Open to Light Traffic ................................................................ 4 hours 

Normal Traffic………………………………………………...24 hours 

Hot Tire Exposure ................................................................ 5 - 7 days 
Routine Maintenance .............................................................. 48 hours 

Leveling Ability .................................................................... Excellent 

Flash Point ............................................................................ > 100°C 

Flammability ........................................................... Non-Combustible 

USDA ....................................................... Complies for use when dry. 

 

OVERVIEW OF INSTALLATION STEPS 

• All surfaces must be clean, sound, dry and free from any bond 

inhibiting substances including, but not limited to, grease, oil and any 

other contaminants or loosely adhered materials. For concrete 

substrates, a minimum concrete surface profile of CSP-2 to CSP-3 is 

required depending on overall substrate and application conditions, 

and coating or sealing requirements. At the time of application, 

minimum and maximum substrate temperatures must be 50°F (10°C) 

and 90°F (32.2°C), respectively. Temperatures outside these limits 

may negatively affect film formation, and lead to other application 

issues detrimental to performance and aesthetics. When pressure-

washing concrete always allow the substrate to thoroughly dry prior 

to application which will minimize the potential for white blushing 

that can occur if water-based acrylics are applied to still damp 

substrates. When in doubt, a plastic sheet test can be performed to 

verify the presence of latent substrate moisture.  

• Mixing – Prior to use, gently stir or agitate MiraGard HDWB 

Supreme to ensure any settlement of solids are brought back into 

suspension with the solvent vehicle. Mechanical mixing is not 

required, but if mixed in this manner do so at a very low speed to 

avoid air entrainment. 

• Application – Using spray equipment: Hand-held pump-up 

sprayers or battery-operated, for maximum production, may be used. 

Apply one to two thin even coats depending on substrate porosity, 

performance, and service conditions. The application of two coats is 

recommended and will always provide the best results. Do not over-

apply or let puddle onto the surface. Using Brushes/Rollers: Apply 

MiraGard HDWB Supreme in a continuous uniform film using 

conventional short nap 3/16”-1/4” high quality roller covers, 

lambswool applicators, or by natural bristle brush.  
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FOR BEST RESULTS 

• Always install a minimum 4’ by 4’ test area or job site mock-up 

for owner approval of acceptable color, texture, finish, adhesion, and 

any other critical requirement prior to proceeding. 

• Literature is occasionally amended when required so it is best 

practice to verify current versions of product technical data sheets 

(PTDS), safety data sheets (SDS), and installation guides (IG’s) prior 

to the submittal process. Download at www.miracote.com. 

• Always protect materials from excessive heat and cold, and pre-

condition to room temperature, as necessary. 

• Regularly check wet film thickness with a mil gauge and monitor 

consumption to ensure correct application rates are obtained. 

• The proper application of this product is the sole responsibility of 

the end user. Job site visits by Miracote representatives are only for 

observation and making recommendations, and do not assume any 

liability for supervision or quality control. 

• It is recommended to apply in two coats at the published coverage 

rates. Do not apply a single thick coat or hazing may occur. 

• When a satin or matte finish is desired, always apply the first coat 

in gloss followed by a second coat in the desired final finish/sheen. 

• Measure substrate temperatures to ensure that material is applied 

when temperatures are between 50°F (4.5°C) and 90°F (32.2°C) 

during placement. 

 

CAUTION:   

MiraGard HDWB Supreme slip resistance characteristics can be 

reduced when used in conjunction with other clear Miracote sealers. 

Conduct coefficient of friction testing to verify acceptable results in 

accordance with ANSI B101. 

 

REGULATORY AND VOC DISCLOSURE: 

MiraGard HDWB Supreme is a multifunctional acrylic maintenance 

sealer. 

VOC Content: <100 g/L as supplied. 

Product classification depends on local regulations and intended use. 

Users are responsible for verifying applicability for specific 

jurisdictional VOC limits. 

 

LIMITATIONS 

• Must be applied to clean, dry substrates to avoid white blushing. 

• Must be applied over properly prepared substrates only. 

• Avoid application if rain is expected within 24 hours or if there is 

a potential for heavy mist conditions. 

• Three to Seven days cure required for peak hot tire resistanc 
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LIMITED WARRANTY 
 

NO WARRANTY SHALL BE EFFECTIVE UNTIL THE TERMS AND CONDITIONS OF SALE SET 

FORTH IN CROSSFIELD PRODUCTS CORP. INVOICES ARE MET. 

 

Crossfield Products Corp. warrants the purchaser of its products that such products are free from 

manufacturing defect. Crossfield does not warrant or guarantee the workmanship performed by any 

person or firm installing its products. Crossfield’s obligation under this warranty is limited solely to the 

original purchaser and solely to the remedy of replacement in kind of any product which Crossfield sold 

which may prove defective in manufacture within one year from date of installation, provided said 

product was stored correctly and installed within the product’s shelf life, by the original purchaser and 

which Crossfield‘s examination shall disclose to Crossfield’s satisfaction to be thus defective. 

 

IN NO EVENT WILL CROSSFIELD PRODUCTS CORP. BE LIABLE FOR ANY INCIDENTAL OR 

CONSEQUENTIAL DAMAGES. THIS WARRANTY IS EXPRESSLY GIVEN IN LIEU OF ALL 

OTHER WARRANTIES EXPRESSED OR IMPLIED, INCLUDING THE WARRANTIES OF 

MERCHANTABILITY AND FITNESS FOR USE AND ALL OTHER OBLIGATIONS OR 

LIABILITIES ON CROSSFIELD’S PART, AND WE NEITHER ASSUME NOR AUTHORIZE ANY 

PERSON OR PERSONS TO ASSUME FOR US ANY OTHER LIABILITY IN CONNECTION WITH 

SALE OF A CROSSFIELD PRODUCT.  THIS WARRANTY SHALL NOT APPLY TO ANY OF 

CROSSFIELD’S PRODUCTS, WHICH HAVE BEEN SUBJECT TO ADULTERATION, 

ALTERATION ABUSE OR MISUSE.  CROSSFIELD PRODUCTS CORP. MAKES NO WARRANTY 

WHATSOVER IN RESPECT TO ACCESSORIES, PARTS OR MATERIAL NOT SUPPLIED BY 

CROSSFIELD PRODUCTS CORP, WHICH ARE USED IN CONNECTION WITH ITS PRODUCTS.  

THE TERM “ORIGINAL PURCHASER” IN THIS WARRANTY MEANS THAT PERSON, 

CORPORATION OR ENTITY TO WHOM CROSSFIELD PRODUCTS CORP. SOLD ITS 

PRODUCTS. ANY ACTION TO ENFORCE ANY WARRANTY OR FOR BREACH OF CONTRACT 

OR ARISING OUT OF ANY CLAIM AGAINST CROSSFIELD PRODUCTS CORP. SHALL BE 

COMMENCED AND MAINTAINED ONLY IN A COURT OF COMPETENT JURISDICTION IN 

THE CONTINENTAL UNITED STATES OF AMERICA.  THE PURCHASER ACCEPTS THESE 

TERMS AND CONDITIONS, AND HEREBY EXPRESSLY WAIVES ANY CLAIM TO 

ADDITIONAL DAMAGES. 

 

CAUTION: ALWAYS KEEP OUT OF THE REACH OF CHILDREN. 
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