
MiraGard Colorbond XL
Single Component, 100% Self-Crosslinking Pigmented Acrylic
Coating

MiraGard Colorbond XL is a single component, 100% self-crosslinking pigmented acrylic coating specifically
designed for use as a top coat for Miracote MPC, MiraFlex XL, MiraFlex II, MiraFlex III, MiraFlex BRF and other
Miracote products/systems. It can also be used as a protective coating over properly prepared conventional concrete
and other types of construction substrates. MiraGard Colorbond XL exhibits a low sheen finish and provides excellent
durability and weathering properties.

Advantages: Where to Use:

Crossfield Products Corp. | miracote.com | miracote@cpcmail.net

High 55% solids content provides a thicker, more durable
protective film
Restores and refreshes the appearance of worn or faded
concrete surfaces
Provides uniform, opaque color coverage
Enhances resistance to abrasion, weathering, and routine
pedestrian traffic
Improves resistance to ultraviolet exposure and color fading
Helps reduce water penetration and moisture absorption
Available in multiple colors to complement architectural and
decorative finishes
Can be applied by roller, brush, or approved spray
equipment
Compatible with properly prepared Miracote cementitious
coatings systems

Interior and exterior concrete surfaces
Decorative concrete, including stained,
stamped, and textured finishes
Concrete pool decks, patios, walkways, and
plazas
Pedestrian decks, balconies, and elevated
walkways
Concrete walls, curbs, steps, and architectural
features
Previously coated concrete requiring a
pigmented acrylic maintenance coat
Surfaces requiring uniform color
enhancement or color restoration
Commercial, institutional, hospitality, and
residential concrete applications
Properly prepared cementitious toppings and
compatible Miracote systems



MiraGard HDWB
Single Component, Water-Based, Self-Crosslinking Pure Acrylic Sealer

MiraGard HDWB is a single component, water-based, self-crosslinking pure acrylic sealer designed for interior or
exterior use over Miracote cementitious coatings, overlays, and MiraGard Colorbond XL to enhance stain resistance
and cleanability. Exhibiting excellent chemical and abrasion resistance, MiraGard HDWB is also most suitable for use
to seal new and existing concrete, masonry, wood and many other surfaces.

Advantages: Where to use:

West Coast: 310.886.9100
Central: 210-888-0449
East Coast: 908.245.2800

Crossfield Products Corp. | miracote.com | miracote@cpcmail.net

Enhances and protects the natural appearance of concrete
without significantly changing its color
Higher 27% solids content creates a more substantial
protective barrier than many lower-solids acrylic sealers
Available in gloss, satin, and matte sheens to meet different
aesthetic and performance requirements
Wet look appearance like solvent-borne sealers
Helps reduce water penetration and surface moisture
absorption
Protects against staining from dirt, oils, food spills, and other
common contaminants
Excellent resistance to weathering and UV degradation
Abrasion and chemical resistance
Good hot tire resistance after 5 to 7 days cure
Fast drying, allowing surfaces to return to service sooner

As a sealer for most Miracote cementitious
products
Excellent finish coat for MiraGard Colorbond XL
Interior and exterior concrete surfaces
Decorative concrete, including stained,
stamped, textured, and exposed-aggregate
finishes
Pool decks, patios, walkways, plazas, and
courtyards
Pedestrian decks, balconies, breezeways, and
elevated walkways
Natural and cast stone, slate, and flagstone
Brick, concrete pavers, and other masonry
surfaces
Cementitious toppings and compatible Miracote
coating systems
Maintenance and resealing applications for
existing decorative concrete


